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BIMETAL THERMOMETER

These thermowells are designed for use with
Miljoco 3” & 5” Bimetal Thermometers. They are
intended to separate the thermometer from the
process or media being measured to allow for
removal of the thermometer and protection of the
thermometer stem from corrosive media. They are
readily available in brass, 304 stainless, or 316
stainless steel construction to suit a wide range
of applications. Other materials and designs are
available on request - consult factory.
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ssarB SS403 SS613
"2/1-2 TPN"¾ "36.1 enoN B20WB 40320WB 61320WB

"4 TPN"¾ "05.2 enoN B40WB 40340WB 61340WB
"6 TPN"¾ "05.4 enoN B60WB 40360WB 61360WB
"6 TPN"¾ "05.2 "00.2 B26WB 40326WB 61326WB
"9 TPN"¾ "05.7 enoN B90WB 40390WB 61390WB
"9 TPN"¾ "05.4 "00.3 B39WB 40339WB 61339WB
"21 TPN"¾ "05.01 enoN B21WB 40321WB 61321WB
"21 TPN"¾ "05.7 "00.3 B321WB 403321WB 613321WB
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Models & Dimensions (in.)

Pressure/Temperature Ratings
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F°07 F°002 F°004 F°006 F°008 F°0001 F°0021
ssarB isp0005 isp0024 isp0001 - - - -

SS403 isp0007 isp0026 isp0065 isp0045 isp0025 isp0054 isp0561

SS613 isp0007 isp0007 isp0046 isp0026 isp0016 isp0015 isp0052

BW06 _, BW09 _, BW12 _

BW62 _, BW93 _, BW123 _

BW04 _

BW02 _
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Duct Mounting Flange

The thermowell should be primed before
thermometer installation with a heat transfer
medium such as oil, graphite or paste to provide
optimal accuracy and response time.

Thermowells & Mounting Flanges

BW06 Series BW04 Series

BW02 SeriesBW62 Series


