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GENERAL SPECIFICATIONS

Case: Rigid gray ABS plastic
Lens: Glass

Scale: Aluminum with white finish
and black markings. The scale is

V-shaped for maximum readability.

Tube: Lens front, red spirit
filled, non-toxic

Stem: Brass

Jam Nut: Brass

Separable Socket: Brass 1/2"
NPT, with 1-1/2" immersion
length for pressurized systems.
Accuracy: +1 Scale division
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Model# Style Temp. Range Scale Div. A B ) E
S531S | Straight -40 to 110°F/C 2°F and 2°C 644 (313 (15| -
S5518 Form 30 to 240°F/C 5°F and 2°C 6.44 (313 |15 | -
S531A Angle -40 to 110°F/C 2°F and 2°C 644 | - |15/ 3.88
S551A Form 30 to 240°F/C 5°F and 2°C 644 | -- |15 3.88

MILJOCO

CORPORATION 200 Elizabeth Street, Mt. Clemens, Michigan 48043 USA

SCALE: None

DATE: 10/10/02

APPROVED BY:

DRAWN BY: H MT

REVISED:

5" Contractor's Thermometer

PARTNUMBER:  See chart above

lDRAWING NUMBER: 127-58

DIMENSIONS: Inches [Metric]

Inches: .xx £.010 .xxx +.005 [Metric]: xx £.25 xxx £ .13




